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M: 021 448609  T: (09) 489 8347
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W: www.pro-series.net.nz

LED STREET LIGHT SPECIFICATIONS

Input Voltage >0.90

Electrical Parameters LED Type 120-130Lm/W (6500K)

Working Life 2700-6500K

IP Grade -40C  +60C

Mount Height 6M Mount Height 8M Mount Height 10M

PRO-STC060 2*30W 85LUX 56LUX 38LUX 653*250*110 7.8

PRO-STC080 2*40W 114LUX 77LUX 53LUX 653*250*110 7.9

PRO-STC100 2*50W 139LUX 96LUX 57LUX 653*250*110 8

PRO-STC150 3*50W 172LUX 116LUX 78LUX 820*130*320 13.1

PRO-STC180 3*60W 250LUX 171LUX 102LUX 820*130*320 13.6

Input Voltage >0.90

Electrical Parameters LED Type 120-130Lm/W (6500K)

Working Life 2700-6500K

IP Grade -40C  +60C

Mount Height 6M Mount Height 8M Mount Height 10M

PRO-STD080 80W 80LUX 48LUX 33LUX 495*292*98 5.7±5%

PRO-STD120 120W 128LUX 71LUX 38LUX 587*292*98 7.1±5%

PRO-STD160 160W 171LUX 102LUX 70LUX 679*292*98 8.4±5%

PRO-STD200 200W 215LUX 120LUX 82LUX 771*292*98 9.7±5%

PRO-STD240 240W 255LUX 148LUX 97LUX 863*292*98 11.1±5%

Net Weight (kg)

Power Factor

LED Luminous Flux

CCT

Working Temp

Power Factor

Model LED Power Illumination Lamp Size

AC85-265 50-60HZ

Bridgelux

50,000 hours

IP65

AC85-265 50-60HZ

Bridgelux/CREE LED Luminous Flux

50,000 hours CCT

IP65 Working Temp

Model LED Power Illumination Lamp Size Net Weight (kg)
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LED STREET LIGHT SPECIFICATIONS

Input Voltage >0.90

Electrical Parameters LED Type 120-130Lm/W (6500K)

Working Life 2700-6500K

IP Grade -40C  +60C

Mount Height 6M Mount Height 8M Mount Height 10M

PRO-STB070 70W 76LUX 45LUX 31LUX 511*315*204 5.3

PRO-STB100 100W 94LUX 60LUX 41LUX 602*315*204 6.4

PRO-STB120 120W 133LUX 77LUX 50LUX 693*315*204 7.1

PRO-STB150 150W 166LUX 97LUX 66LUX 784*315*204 8.6

PRO-STB200 200W 222LUX 129LUX 88LUX 875*315*204 10.3

PRO-STB240 240W 266LUX 155LUX 105LUX 966*315*204 11.8

Input Voltage >0.90

Electrical Parameters LED Type 120-130Lm/W (6500K)

Working Life 2700-6500K

IP Grade -40C  +60C

Mount Height 6M Mount Height 8M Mount Height 10M

PRO-STA040 40*1W 54LUX 40LUX 27LUX 480*200*70 4.5±5%

PRO-STA060 60*1W 86LUX 58LUX 39LUX 573*243*70 6.2±5%

PRO-STA080 80*1W 115LUX 78LUX 46LUX 605*285*70 7.9±5%

PRO-STA100 100*1W 144LUX 97LUX 54LUX 605*285*70 8±5%

PRO-STA120 120*1W 173LUX 117LUX 79LUX 680*305*70 8.6±5%

PRO-STA150 150*1W 216LUX 146LUX 98LUX 785*350*70 14.5±5%

PRO-STA180 180*1W 259LUX 175LUX 118LUX 980*420*70 17.5±5%

AC85-265 50-60HZ Power Factor

AC85-265 50-60HZ Power Factor

Bridgelux/CREE LED Luminous Flux

50,000 hours CCT

IP65 Working Temp

Model LED Power Illumination Lamp Size Net Weight (kg)

Bridgelux/CREE LED Luminous Flux

50,000 hours CCT

IP65 Working Temp

Model LED Power Illumination Lamp Size Net Weight (kg)
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LED STREET LIGHT SPECIFICATIONS

Input Voltage >0.90

Electrical Parameters LED Type >95Lm/W

Working Life 4000K 5300K 6000K

IP Grade -40C  +50C

Mount Height 6M Mount Height 8M Mount Height 10M

PRO-STE035 35W 28LUX 16LUX 10LUX 136*316*431 5.3

PRO-STE065 65W 54LUX 31LUX 20LUX 136*316*504 6.1

PRO-STE100 100W 83LUX 46LUX 30LUX 136*316*577 7.3

PRO-STE135 135W 110LUX 62LUX 40LUX 136*316*650 8.2

PRO-STE165 165W 137LUX 77LUX 49LUX 136*316*723 9.0

PRO-STE200 200W 166LUX 94LUX 60LUX 136*316*796 9.9

PRO-STE230 230W 190LUX 106LUX 68LUX 136*316*869 10.8

AC100-240V /277V, 50-60HZ Power Factor

PHILIPS LED Luminous Flux

100,000 hours CCT

Net Weight (kg)

IP66  IK08 Optimal Operating Temp

Model LED Power Illumination (5S) Lamp Size
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